Minerva

characteristic

Electromechanical

Oscillating Hook

Vertical Front load Bobbin System
Auto threader

Horizontal Spool Pin

Four Step Buttonhole

Built in Tension With Accurate Setting
Thread Cutter

Adjustable Presser Foot Pressure
Automatic Bobbin Winder

Easy Slide Reverse Lever

Fold Away Carrying Handle

Free Arm Light Weight

One Touch Snap on Foof

Strong Torque For Heavy Fabric
Full metall frame inside

patterns
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accessories
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allpurpose foot  zipperfoot  buttonhole foot button L screw driver
(installed sewing foot
on
machine)

brush / oil bottle PVC soft dust

seam ripper cover
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darning plate pack of edge/ spool holder second spool pin bobbins 4 pcs.
needles #14,  quiling guide small and spool pin felt (2X) (Tinstalled in
3pcs. large machine)
70 W 00
36 || 850 || 5.0 || 4.0 || 230V V) 6.0 || 74
rp.m. mm mm 50 Hz kg kg
patten aty speed maximum moximum motor power / led light N.W. GW.
stitch width stitch length voltage /
(adjustable) (adjustable) freequency
years TOVRheinland 430*%%8‘350 5"903957 " 710204
official warranty  cerfificafion  declaration country of package size EAN code
production
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Minerva



